
ALERT 
INFORM
DIRECT

Three things you 
need to know in 
order to save lives



Tone 	 Tone symbol 	 Frequency 	 Period of time

Wail                                   		  410-675 Hz  	 4 sec / 1 sec 

Alert                                                       	 560 Hz  	 Steady

Hi/Lo                                                	 465/650 Hz  	 8 sec / 8 sec

Attack                                               	 410-490 Hz  	 1 sec / 1 sec

Air Horn                                           	 465-650  Hz	 Modulated / 1.6 sec

Whoop                                                     	 300-465  Hz	 3

THIS IS WHAT YOU GET
•	 Minimized cost of services and maintenance during 
 	 the systems life span.

•	 Less power consumption (therefore greater energy 
	 autonomy and less accumulation of heat in the 
	 electronic components of the system).

•	 Working 24 / 7 / 365 (No need for thermal auto shutdown 
	 during vital emergencies). 

•	 Lower weight and height give less wind load, smaller mast 	
	 and lower installation costs.

•	 Comes with the most powerful speaker drivers in the 
	 market.

• 	Greater reliability thanks to important components such 
	 as amplifiers, drivers and batteries.

IT’S IMPORTANT THAT 
THE PRODUCT YOU CHOOSE 

SOUNDS RIGHT

Standard tones

Comes with six standard warning tones



Modelo	 SPL  	 SPL	 System wattage  	 Hight	 Width	 Weight	 	
			  @ 1 m	 @ 30 m	 Audio tone 	 Voice audio	 cm (inches)	 cm (inches)	 kg (lbs.)	

TWS-291 	 139 dB(C)	 109 dB(C)	 400	 500	 51.8 (20.4)	 84.8 (33.4)	 48.6 (107)	

TWS-292	 145 dB(C)	 115 dB(C)	 800	 1000	 83.6 (32.9)	 84.8 (33.4)	 70.8 (156)	  

TWS-293	 149 dB(C)	 119 dB(C)	 1200	 1500	 115.3 (45.4)	 84.8 (33.4)	 93 (205)	  

TWS-294	 151 dB(C)	 121 dB(C)	 1600	 2000	 147.1 (57.9)	 84.8 (33.4)	 115.3 (254)	

TWS-295	 153 dB(C)	 123 dB(C)	 2000	 2500	 178.8 (70.4)	 84.8 (33.4)	 137.5 (303)

TWS-296	 155 dB(C)	 125 dB(C)	 2400	 3000 	 210.6 (82.9)	 84.8 (33.4)	 164.2 (362)

TWS-297	 156 dB(C)	 126 dB(C)	 2800	 3500	 242.3 (95.4)	 84.8 (33.4)	 186.5 (411)

TWS-298	 157 dB(C)	 127 dB(C)	 3200	 4000	 274.1 (107.9)	 84.8 (33.4)	 208.7 (460)

TWS-299	 158 dB(C)	 128 dB(C)	 3600	 4500	 305.8 (120.4)	 84.8 (33.4)	 230.9 (509)

TWS-2910	 159 dB(C)	 129 dB(C)	 4000	 5000	 337.6 (132.9)	 82.5 (32.5)	 253.1 (558)

Weights and measures 

TWS-2910TWS-299TWS-298TWS-297TWS-296TWS-295TWS-294TWS-293TWS-292TWS-291

Cabinets	 Hight	 Width	 Depth	 Weight
		  cm (inches)	 cm (inches)	 cm (inches) 	 kg (lbs.)

Electronics cabinet**	 84.5 (33.3)	 58.0 (22.8)	 35.0 (13.8)	 _*	
(TWS-291-295)

Electronics cabinet**	 169.0 (66.6)	 58.0 (22.8)	 35.0 (13.8)	 _*	
(TWS-296-2910)

* 	Less batteries. Two batteries: 12 V, sealed, lead-calcium, add 24 kg pr. battery. Less optional radio kit. Add 2.5 kg, if this option is selected. 
	 Weight depends on model siren, verify weight in the technical data sheet of the specific equipment.
** Equipment is configured for 120 Vac input power. Other input Voltages supplied upon request.  



Masts

DESIGN  
– TOWER AND MAST 

In accordance with local regulations and standards

SIMPLE DESIGN
EASY TO INSTALL



Enhance your Voice and Siren Mass Notifi- 
cation System with an optional visual com- 
ponent: The Omni-directional Visual Light-
ing for TWS-290 & OA Series.

		
VISUAL LED WARNING 
Enhance your Voice and Siren Mass Notification System with an optional visual 
component: The omni-directional visual lighting for TWS-290 & OA Series.

•	 VisuAlert Super-LED® mounts under a TWS-290 or omni-alert system
•	 Complete 360° highly effective LED warning
•	 VisuAlert illuminates with a designed flash pattern when siren is activated
•	 Cluster of six LED Whelen M6 Series warning lightheads, 24 VDC
•	 Bracket supports are 300 Series aluminium alloy in a high strength
•	 All connections are waterproof

Accessories 

ACCESSORIES 
FOR THE

TWS-SERIES 

HIGH INTENSITY
VISUAL ALERT
SUPER-LED VISUALERT

The TWS-SBC200 is an all-inclusive solar power supply 
solution engineered to meet the power requirement of a 
TWS-Siren or Giant Voice® PA/GA system. High quality  
components and UV resistant cabling ensure years of 
performance even in harsh environments. Solar panels 
with tempered glass and excellent low light power output 
combined with 3-Stage intelligent PWM charging ensure 
high efficiency charging performance. Simple yet flexible 
aluminium mounting bracket for easy panel angling and 
installation.

SOLAR POWER SYSTEM
- DESIGNED FOR
HARSH ENVIRONMENTS



TWS-290 Series. Mass notification solution

TWS-SERIES HAS
THE BEST PERFORMANCE 

IN THE MARKET

PERFORMANCE
•	 Maximum acoustic and energy performance

•	 Highest SPL sound output compared to power consumption

•	 True 360° omnidirectional sound propagation without any acoustic 		

	 shadows

•	 Proven MTBF of more than 30,000 hours 

•	 Lowest maintenance and service requirements

•	 Modular design made of robust fiber-reinforced polycarbonate 

•	 High efficiency EZ-PULL™ speaker drivers

•	 Normal amplifier output power 400 Watts during tone / 500 Watts during 	

	 voice

•	 Rated total max. output power 600 Watts total capacity per amplifier

•	 Intelligible pre-recorded or live voice messages in a wide area

•	 STI intelligibility index 0.98

•	 A single amplifier for each high efficiency speaker driver

• 	Tested for decades in all types of climate and environments with 

	 success

COMMUNICATIONS
• Multiple technologies

• Simple or redundant

• VHF UHF digital radio

• Radio trunking

• GPRS 3G 4G

• Satellite BGAN M2M

• Broadband Networks

• IP Ethernet / Fiber Optic

POWER
•	 Operation with AC, DC or solar energy

•	 Less power consumption = greater autonomy in emergencies

•	 Less excess heat in the electronics cabinet

•	 Minimum autonomy 30 minutes of continuous activation

•	 No need for thermal auto shutdown during vital emergency alerts

•	 Separate ventilated battery compartment

SPECIALISTS
IN CUSTOMIZED WARNING
SYSTEM SOLUTIONS



A RELIABLE, 
LOW COST WARNING AND 

INFORMATION SYSTEM

TWS-290 Series cabinet

PERFORMANCE
•	 Maximum acoustic performance

•	 Six standard public warning tones -  

	 Wail, Whoop, Attack, Hi-Lo, Alert, Airhorn

•	 SI TEST®

•	 Lightning arrestor / Intrusion alarm

•	 Tone generator / Timer function

•	 Public address capability

•	 Local controls and/or remote controls

DESIGN
•	 Two compartment natural finish 

	 aluminum cabinet with battery tray

•	 Battery switch

•	 Electronic siren controller

•	 Robust and light weight

•	 Lower weight and height 

•	 Less wind load

•	 Easy to install

•	 High quality IP66 electronics cabinet 



Laegaardsvej 12 · 8520 Lystrup · Denmark
Phone +45 7022 8844 · VAT no. 21822671 
info@hss.dk · www.hss.dk
ISO 9001:2015 certified company

FOR FURTHER INFORMATION 
PLEASE CONTACT OUR SPECIALISTS 
FROM YOUR REGION 

ASIA
Jamal Kaddoura / Business Development Manager
P +45 8736 2486  / jmk@hss.dk

AFRICA
Jamil Mahmoud / Business Development Manager
P +45 8736 2489  / jkd@hss.dk

USA /  OCEANIA
James Sturzenegger / Business Development Manager
P +45 8736 2493 / P +1 404-382-0025 / jms@hss.dk

LATIN AMERICA
Enrique Asanza / Business Development Manager
P +45 8736 2440 / P +45 5267 9486 (+ WhatsApp) / ena@hss.dk

EUROPE /  DEFENSE
Lene H. Sorensen / Director
P +45 8736 2478  / lhs@hss.dk 

MIDDLE EAST
Salah Albattah / Regional Sales Manager
P +966 550 510 241 / P +962 795 045 234 / sab@hss.dk

INDIA /  SAARC
Harish Sandal / Senior Technical Consultant & Regional Sales Manager 
P	+91 99100 34003 / hsa@hss.dk

SPAIN /  PORTUGAL /  LATIN AMERICA
David Montero / Senior Technical Consultant & Regional Sales Manager 
P +34 640 795 251 (+ WhatsApp) / dms@hss.dk

COLOMBIA
Nick Castro / Sales Manager
P +57 316 689 5949 / nkc@hss.dk
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